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Infrafon CC2 Data Sheet  (05/2025) 

Product Overview: 
Product Type: CC2 Infrafon Smart Badge - ICC2-01XXX 
- Real-time location tracking	RTLS sensors: 2.4GHz RSSI send/scan (Cisco Meraki, HPE 
Aruba ect.) or AoA (Quuppa, Sony Observer, etc.), Ultrasonic chirp supported 
- Duress alert, access control, messaging, two-way communication 
- Authentication NFC/BLE Secure Element, FIDO 

													 							 	

Specifications: 
Dimensions 54 x 90 x 9 mm (2.13 x 3.5 x 0.35 in) 
Weight 60 g (2,12 oz) 
Environmental Protection IP65, Fall-resistant up to 2m (6.56 ft) 
Operating Temperature 0 to 50°C (32 to 122°F) 
Humidity 95% non-condensing relative humidity 
Casing PC/ABS 
Battery LiPo 440mAh, USB-C charging or Multi 

Charger 
Battery Life 26h WiFi+BLE, 28h BLE GATT, 29h WiFi 
Display 2.7-inch ePaper touch screen, 264 x 176 

pixels, black, white, partial refresh 
Radio Protocols Depending on activated options:  

BLE5.1, Wi-Fi® 5/6 
Optional UWB, LoRAWAN™, LTE™-M, 
NBIoT™, GNSS 

Audio I/O - Feedback Buzzer, Microphone, Speaker, Vibration 
Motion Detection 
Hardware Features 

Yes, 3 axis 
3 tactile buttons (i.e. up, down, home) 
2 top LEDs (green, orange, red) 
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USB-C Data and battery charge 
Configuration via IES admin platform 
Compatible to Infrafon Dataview screen 
design tool 

Security Features Two-Factor Authentication, NFC 
Emulation, nanoSIM holder for secure 
element with external access port 

Certifications CE (May 2025) soon FCC, ROHS.. 

Variants: 
LTE-M / GNSS Version ICC2-04 
LoRa-WAN/ Radio 2500 / GNSS Version ICC2-05 
Ultra Wideband Version ICC2-06 
  

Accessories & Charger 

 

 

 

 

 

 

 
 

 
	

 

 
	

Belt Clip - IA-BC2 
Hard Clip with flexible band, 
RAL 9003, 12g  

Lanyard Clip - IA-LC2 
PC/ABS, 
RAL 9003, 7g 

 
	

 

 
	

Lanyard Duress Clip - IA-LCD 
magnetic trigger mechanism, 
PC/ABS, RAL 9003, 10g  

10X Multi Charger - IA-MC10A 
Coated stainless steel frame 
RAL 9003, 600g 


